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VELMA

KS32 is a set of SPST-NO DC output PCB or Socket mount

Mini type SSR. The SSR has ve DC input options 5VDC,

12VDC,24VDC,48VDC and 60VDC for selection and provides

2500Vrms photoelectric isolation between input and output pins

of the SSR are fully compatible with standard packaged

electromechanical relays, thus it will be very convenient for

users to install and use.

DESCRIPTION 

KS32 24 24D 3 N -H (xxx)

Type Control
Voltage

Load
Voltage

Load
Current

5: 5VDC
12: 12VDC
24: 24VDC
48: 48VDC
60: 60VDC

-

24D: 24VDC
48D: 48VDC

3: 3A (Vertical)
4: 4A (Vertical)
5: 5A (Horizontal)

RC Snubber
N: Not include

Mounting 
H: Horizontal 
Nil: Vertical

Special code 

SSR Speci cation

Solid state relay
SSR
24Vdc 3A
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VELMA

For PLC's and process control high power contact AgNi
with cage clamp terminals 41F-1Z-C4-x Recommended
Max. load 250V 6 A resistive link option.

DESCRIPTION 

FEATURES 
Relay module up to 6 A 250V, different contact materials
Solid state modules for most loads DC and AC up to 2 A.  Coil UC = AC/DC, 
no protection circuit required LED status display, Screw terminals or cage clamp terminals
Jumper link and Super small mounting: 6.2 mm.

Circuit diagram 

Dimension 

Interface relay
41F
contact 6A - Agni



VELMA

Miniature power relay
ZJ157F - HF157 - ZJ18F
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VELMA

For PLC's and process control high power contact AgNi

with screw terminals 157F-2Z-C3 and 157F-2Z-C4

Recommended Max. load 250V 16 A resistive link option.

Relay module up to 8 A 250V, different contact materials

Lockable test button models available

Built-in mechanical operation indicator

LED status display

High switching power (1-pole: 16 A) (2-pole: 8A) Jumper link 8 pin & Diode protection 

(option) Available with working temperature of 105°C

Miniature power relay
contact 8A - Agni

ZJ157F T -2 PL- D 24

Ordering no.

Type
Function
No letter: Stardard relay
T: Whit test button
Contact
1: 1-CO  1NO/1NC 16A
2: 2-CO  2NO/2NC  8A
LED Signal
P: Without LED
PL: With LED
Coil protection
No letter: Without Diode
D: With Diode
Coil Voltage
5: 5VDC 12: 12VDC 24: 24VDC 48: 48VDC
110: 110VAC 220: 220VAC

ZJ157F

DESCRIPTION 

FEATURES 

Speci cation
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VELMA

Miniature power relay
HF157
Contact 8A AgSnO2

FEATURES 

HF157 Series 

CONTACT DATA 

CHARECTERISTICS 
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VELMA

HF157F A- 24 -1Z 2 5

Ordering no.

Type
Coil voltage form
A: AC
No letter: DC
Voltage
AC: 6 - 240VAC
DC: 5 - 110VDC
Contact arrangement
1Z: 1 Form C
2Z: 2 Form C
Termination
2: QC
Contact material
5: AgSnO2 Alloy

HF157 Series 

F D 2 xxx

Insulation standard
F: Class F
Component code
D: With LED DJ1: With Diode (1: "+")
DJ: With LED and Diode (1: "-")
Mounting termination
1: Button type 2: Without button type
Customer special code
xxx: Customer special requirement No letter: Standard

1-CO 1NO/1NC Dimension and wiring 

2-CO 1NO/1NC Dimension and wiring 
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VELMA

FEATURES 

ZJ18F Series 

Industrial power relay
ZJ18F
Contact 10A AgNi

Relay module up to 10 A 250V, different contact materials 
Lockable test button models available 
Built-in mechanical operation indicator 
LED status display 
High switching power (2-CO: 10 A) (4-CO: 5A)
Relays with AC and DC coils have different
RoHS complaint

ZJ18FT 4P L D 1 N H B

Type

Contact

2P: 2 Form C

4P: 4 Form C
LED

Blank: without LED

L: with LED

Coil protection

Blank: without Protection

D: with ractifier diode

C: with varistor

Socket DC 6 - 110VDC

AC 6 - 240VAC  

Coil

Bank 13(-)  14(+)

R: 13(+)  14(-) 

High Life  

High current  

With Lid 

SPECIFICATION
Technical data 

Load Resistive load 

Contact configutaion 

Contact material
Rate current

Maximum switching capacity 

Contact resistance 

Operating time 

Release time 

Dielectric strength 

Vibration resistance 

Shock resistance 

Endurance 

Ambient humidity

Weight 

Coil support (Customer order) 

Resistive load 

2C Form C 4C Form C

AgNi AgNi
10 A 5 A

2500VA  300W 660VA  72W

50 mOhms 100 mOhm

20ms max 20ms max

20ms max 20ms max

AC2000V 50/60Hz 1min AC2000V 50/60Hz 1min

10 to 55 to 10 Hz, 10 to 55 to 10 Hz, 

200m/s (approx.20g) 200m/s (approx.20g) 

50,000,000 operations 50,000,000 operations

5~85%RH 5~85%RH

35g 35g

12, 24, 48, 60VDC / 24, 250VAC 12, 24, 48, 60VDC / 24, 250VAC

Contact 2 Pole (2-CO) 4 Pole (4-CO) 
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VELMA
ZJ18F Series 

2-CO 2NO/2NC Dimension and wiring 

4-CO 4NO/4NC Dimension and wiring 

ZJ18FT - 2P

ZJ18FT - 4P

DC Coil AC Coil

DC Coil AC Coil

ZJ18F Series
Hi quality 2-years warranty
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VELMA
157F Socket series 

157F-1Z-C3157F-1Z-C3 157F-2Z-C3 157F-1Z-C4 157F-2Z-C4

157F-1Z-C5 157F-2Z-C5 157F-2Z-C11 157F-4Z-C11

Current
Voltage
Material

16A
300V
PA66

Wire strip length 7 mm.
Wire cross section 2x2.5 mm.
Casing wire 2x1.5 mm.

2

2

Current
Voltage
Material

10A
300V
PA66

Wire strip length 7 mm.
Wire cross section 2x2.5 mm.
Casing wire 2x1.5 mm.

2

2

Current
Voltage
Material

16A
300V
PA66

Wire strip length 7 mm.
Wire cross section 2x2.5 mm.
Casing wire 2x1.5 mm.

2

2

Current
Voltage
Material

10A
300V
PA66

Wire strip length 7 mm.
Wire cross section 2x2.5 mm.
Casing wire 2x1.5 mm.

2

2

Current
Voltage
Material

16A
300V
PA66

Wire strip length 8 mm.
Wire cross section 1x2.5 mm.
Casing wire 1x1.5 mm.

2

2

Current
Voltage
Material

10A
300V
PA66

Wire strip length 8 mm.
Wire cross section 1x2.5 mm.
Casing wire 1x1.5 mm.

2

2

Current
Voltage
Material

12A
300V
PA66

Wire strip length 8 mm.
Wire cross section 1x2.5 mm.
Casing wire 1x1.5 mm.

2

2

Current
Voltage
Material

8A
300V
PA66

Wire strip length 8 mm.
Wire cross section 1x2.5 mm.
Casing wire 1x1.5 mm.

2

2
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VELMA
18F Socket series 

18F-2Z-C2 18F-4Z-C2

Current
Voltage
Material

12A
300V
PA66

Wire strip length 7 mm.
Wire cross section 2x2.5 mm.
Casing wire 2x1.5 mm.

2

2

Current
Voltage
Material

10A
300V
PA66

Wire strip length 7 mm.
Wire cross section 2x2.5 mm.
Casing wire 2x1.5 mm.

2

2

18F-2Z-C2

Current 12A Current

18F-4Z-C2

Current
Voltage
Material

12A
300V
PA66

Wire strip length 7 mm.
Wire cross section 2x2.5 mm.
Casing wire 2x1.5 mm.

2

2

Current
Voltage
Material

10A
300V
PA66

Wire strip length 7 mm.
Wire cross section 2x2.5 mm.
Casing wire 2x1.5 mm.

2

2

18F-2Z-C5 18F-4Z-C5


